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GENERAL NOTES:
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(IN FEET )
tinch = 30 ft

1. BENCHMARK - TOP STEM OF EXISTING FIRE HYDRANTLOCATED ~ SANITARY MH.#9  SANITARY M.H. #0

IN FRONT SUBLOT 43, ELEVATION =827 84,
2. DRIVEWAY APRON TO BE 6" THICK CONCRETE.

3. ALL DOWNSPOUTS TO BE OUTLETTED TO SPLASH BLOCKS.

4, CONTRACTOR RESPONSIBLE FOR CONTACTING THE OHIO
UTILITY PROTECTION SERVICE (1.800.362.2784) AND ALL UTILITY
COMPANIES A MINIMUM OF 48 HOURS PRIOR TO CONSTRUCTION.
5. THE LOCATION BOTH HORIZONTAL AND VERTICAL OF EXISTING

RM =828.75 RIM = 825.98
INV. = 81643 INV.=817.27

CERTIFICATION :

*I THE UNDERSIGNED HEREBY CERTIFIES THAT THIS
TOPOGRAPHY INDICATED BY 1 FOOT CONTOURS AND
ELEVATION SHOWN HEREON REPRESENTS AN ACTUAL
SURVEY MADE BY ME ON THE 15th DAY OF OCTOBER, 2002

UNDERGROUND UTILITIES SHOWN HEREON, HAVE BEEN OBTAINED AND THE ELEVATIONS WERE TAKEN AT AN APPROPRIATE

BY A DILIGENT AND COMPREHENSIVE SEARCH OF AVAILABLE
RECORDS, VERIFICATION BY FIELD OBSERVATION HAS BEEN
CONDUCTED WHERE PRACTICAL, HOWEVER, BARRINGTON
CONSULTING GROUP, INC. DOES NOT GUARANTEE THE
COMPLETENESS, NOR ACCURACY THEREOF.

INTERVAL AND AS OF THAT DAY THEY EXISTED AS
INDICATED HEREON.,

*| HEREBY CERTIFY THAT THIS PLAN WAS PREPARED BY ME
AND IS CORRECT TO THE BEST OF MY KNO! EAND

6. CONTRACTOR SHALL VERIFY ELEVATIONS OF LATERAL INVERTS BELIEF

IN THE FIELD PRIOR TO FOUNDATION EXCAVATION.
7. SEE SHEET 2 FOR EROSION AND SEDIMENT-CONTROL PLAN
8. SEE SHEET 2 FOR SEEDING INFORMATION
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Barrington

CONSULTING GROUP, INC.

9114 TYLER BLVD., MENTOR, OHIO 44060
PHONE 440.205.1260 FAX 4402051262

BCG@BarriagtoaCGLeam

VOL.£2PG. 13

TEPLN e

7341 HIGHBLUFF CT.
S/L 43 HERMITAGGE BLUFFS SUBDMVIS

EYE-WILL DEVELOPMENT
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REVSIONS | BY | 1 | \\ \ \ ‘\ l' \ "\ "‘%’%' TEMPORARY SEEDING SPECIFICATIONS
: Sa— SILT FENGE cugiﬁucm” ) \ 2 ' 3 Zé(- 1 “%4,,.__. SEEDING DATES SPECIES LB/1000 FT. PER AC.
% ‘5’\ | DRIVE ? l ‘1 % \ y hﬂ MARCH 1 TO AUGUST 15 OATS 3 4 BUSHEL
3 8 s AN W S TALL FESCUE 1 40LB.
5"_-, - \v . ’;:,
AN s ANNUAL RYEGRASS 1 40LB.
/ )‘\\ PERENNIAL RYEGRASS 1 40LB.
TALL FESCUE 1 4018,
ANNUAL RYEGRASS 1 4018,
=t %g PRETA NS I . . : AUGUST 16 TO NOVEMBER 1 RYE 3 2 BUSHEL
Sl N M7/ 0 PEIEL S Sd bppg A00 0 g b 1Y I . o MG PR LA o Ve
= ‘Eg .................... MRLALISIALE, S S ' TALL FESCUE A 4018,
gﬂg 2 DA o , ANNUAG REEQ@RS N pdped i) 40LB.
AU R hd M A J . i.. §
E &‘EE TR i A WHEATSNE CO™ HS 3oy | 28usHeL
| AN o ¥ N ALt prBpe CO” 2 ot wie
ca3 B o - X ANNUAL 8GOS N1 1 o
= N & PERENNRY Av:RadsY 1 4018,
SEE NI : :
QIE=E | L i THTN TAD FERSRI x W
O& A rf’?\ X N '
RN T T : ANNUAL RYEGRASS | 11l === .401-'3-T -
TSR EAN] < 1 g i D BEYM 00 Y
T ,H‘\\‘\ ! {Ui(\ \\TéMPORAq%EDm _o/, NOVEMBER 1 TO SPRING SEEDING | UsE Muté‘d Soh PG B EIISSTE WivisEesing:
\ CHIN % NOTE: OTHER APPROVED SEED SPECIES MA
EBRION XD SEDWERT SONTROCSEHEDULE 1/, \ % AN MG
INGRESS EGRESS N i \

Luclscas atoned N 1 / : |
A STONE ACCESS DRIVE COMPLETE WITH UNDER LYING GEO-TEXTILE FABRIC (20 FEET WIDE AND 50 FEET LONG) FOR INGRESS AND EGRESS AT THE SHALL BE INSTALLED. THIS DRIVE

SHALL BE THE ONLY ENTRANCE AND EXIT TO THE SITE.

STREETS DIRECTLY ADJACENT TO THE CONSTRUCTION ENTRANCES AND RECEIVING TRAFFIC FROM THE DEVELOPMENT AREA, SHALL BE CLEANED DAILY TO REMOVE SEDIMENT TRACKED
OFF-SITE. IF APPLICABLE, THE CATCH BASINS ON THESE STREETS NEAREST TO THE CONSTRUCTION ENTRANCES SHALL BE CLEANED WEEKLY.

SLT FENCE
ALL SILT FENCE SHALL BE INSTALLED PRIOR TO ANY EARTHWORK ACTIVITIES AT THE SITE IN THE LOCATIONS SHOWN ON THE SITE PLAN AS WELL AS ALONG THE FRONT OF ANY LOT THAT

SLOPES TOWARDS THE STREET.

t Gontrol Plan

TEMPORARY SEEDING
DISTURBED AREAS OF THE SITE THAT ARE TO REMAIN IDLE FOR MORE THAN TWENTY-ONE (21} DAYS SHALL BE PROPERLY SEEDED AND STRAW MULCHED WITHIN SEVEN (7) DAYS OF

COMPLETION OF INITIAL GRADING. TEMPORARY SEEDING AND MULCHING OF A THIRTY {30} FOOT STRIP OF THE ENTIRE FRONT OF THE LOT SHALL BE MAINTAINED ON THE SITE ONCE INITIAL
GRADING IS COMPLETE. . - bbbl
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STABILIZATION OF CRITICAL AREAS WITHIN FIFTY (50) FEET OF ANY STREAM OR WETLAND SHALL BE COMPLETE WITHIN TWO (2) DAYS OF THE DISTURBANCE IF THE SITE IS TO REMAIN
INACTIVE FOR LONGER THAN FOURTEEN {14) DAYS.

MULCHING
STRAW-MULCH SHALL BE APPLIED AT A RATE OF 1 BALE PER EVERY TEN (10) FEET OF CURB, AT A WIDTH OF THIRTY (30) FEET OF THE ENTIRE LENGTH OF THE LOT. WOOD CHIPS MAY ALSO

BE USED BUT MUST BE SPREAD AT A MINIMUM DEPTH OF FOUR INCHES OVER THE THIRTYF0O0T WIDTH AND MUST BE ACCOMPANIED BY A PROPERLY INSTALLED SILT FENCE.

7341 HIGRBLUFF CT.

Erosion an

MAINTENANCE
EROSION AND SEDIMENT CONTROLS SHALL BE INSPECTED EVERY SEVEN (7) DAYS OR WITHIN 24 HOURS OF A 0.5° OR GREATER RAINFALL EVENT.
NECESSARY REPAIRS SHALL BE MADE AT THIS TIME.

NOTE:
ALL EROSION AND SEDIMENT CONTROL SPECIFICATIONS, APPLICATIONS, AND TIMETABLES ARE BASED OF THE DESCRIPTIONS AND STANDARDS OF THE OHIO DEPARTMENT OF NATURAL
RESOURCES "RAINWATER AND LAND DEVELOPMENT MANUAL*™ AND CAN BE FOUND IN THE LAKE COUNTY EROSION AND SEDIMENT CONTROL RULES AS ADOPTED DECEMBER 24, 1999,

THE SPECIFIED EROSION AND SEDIMENT CONTROL STANDARDS ARE GENERAL GUIDELINES AND SHALL NOT LIMIT THE RIGHT OF THE COUNTY TO IMPOSE, AT ANY TIME, ADDITIONAL, MORE
mggﬂ' REQUIREMENTS. NOR SHALL THE STANDARDS LIMIT THE RIGHT OF THE COUNTY TO WAIVE, IN WRITING, INDMIDUAL REQUIREMENTS.

FORM W:\BLOCKS\FORM3\BCGAZ-SHARP.OWG
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REVISIONS BY ””“””{,”H'”[ """ \\ ‘\\ \\\ \ ‘\ II i“\ l\ ‘;l\ m
i | 1ilg @0 ” Sa— SILT FEN%Z CL"%RUCTION ) \ % ! 3 é‘_ 14 ‘i(.‘...—-- SEEDING DATES SPECIES 181000 FT. PER AC.
ll§ ﬁ\ A \| . DRIVE _%\‘ 11 k‘ o\ b{\l "3\{‘ MARCH 1 TO AUGUST 15 OATS 3 4 BUSHEL
i < —fv S~ e g % TALL FESCUE 1 40 LB.
il >\ } % @ v ANNUAL RYEGRASS 1 4018,

, 1\\ PERENNIAL RYEGRASS 1 40 LB.
TALL FESCUE 1 40 LB,

ANNUAL RYEGRASS 1 40 LB.
AUGUST 16 TO NOVEMBER 1 RYE 3 2 BUSHEL

117
117

) A Sk BRI S |

”/Hn/:{;/”;(///// (a{'( ' - X

I TN NN R L I A A R EAANAN AR ey 1@. ANNUAL RYEGRASS 1 40 LB.

WHEAT 3 2 BUSHEL

TALL FESCUE 1 4018,
40 LB.

YD., MENTOR, OHI( 44060
FHONE 440.205.1260 FAX 440.205.1262

AR - ) / ANNUAL RYEGRASS
PERENNIAL RYEGRASS
TALL FESCUE

BCG@BarriagtonCGLesm

40 LB,

1 40 LB.

Barrington

CONSULTING GROUP, INC.

9114 TYLER BL

J( ANNUAL RYEGRASS 1 40 LB.
AN o NOVEMBER 1 TO SPRING SEEDING | USE MULCH ONLY, SODDING PRACTICES OR DORMANT SEEDING.
JEMPORAHY : N
& j N "S& AN? CHINb i I TN\ \" NOTE: OTHER APPROVED SEED SPECIES MAY BE SUBSITUTED.
7/ :
/ | / ] :
INGRESS EGRESS K N vV /

IV e W N .
A STONE ACCESS DRIVE COMPLETE WITH UNDER LYING GEO-TEXTILE FABRIC (20 FEET WIDE AND
SHALL BE THE ONLY ENTRANCE AND EXIT TO THE SITE,

l / : ]
50 FEET LONG) FOR INGRESS AND EGRESS AT THE SITE SHALL BE INSTALLED. THIS DRIVE | 50 #. (on 30 1. Fam acerza To serviuAL Heuse Loty |

STREETS DIRECTLY ADJACENT TO THE CONSTRUCTION ENTRANCES AND RECEIVING TRAFFIC FROM THE DEVELOPMENT AREA, SHALL BE CLEANED DAILY TO REMOVE SEDIMENT TRACKED
OFF-SITE. IF APPLICABLE, THE CATCH BASINS ON THESE STREETS NEAREST TO THE CONSTRUCTION ENTRANCES SHALL BE CLEANED WEEKLY,

SILT FENCE
ALL SILT FENCE SHALL BE INSTALLED PRIOR TO ANY EARTHWORK ACTIVITTES AT THE SITE IN THE LOCATIONS SHOWN ON THE SITE PLAN AS WELL AS ALONG THE FRONT OF ANY LOT THAT

SLOPES TOWARDS THE STREET.

OHIO 44077
N PH. 2 VOL 42 PG. 13

EYE-WILL DEVELOPMENT
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TEMPORARY SEEDING
DISTURBED AREAS OF THE SITE THAT ARE TO REMAIN IDLE FOR MORE THAN TWENTY-ONE (21) DAYS SHALL BE PROPERLY SEEDED AND STRAW MULGHED WITHIN SEVEN {T) DAYS OF

COMPLETION OF INTIAL GRADING. TEMPORARY SEEDING AND MULCHING OF A THIRTY (30) FOOT STRIP OF THE ENTIRE FRONT OF THE LOT SHALL BE MAINTAINED ON THE SITE ONCE INTIAL
GRADING IS COMPLETE,
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STABILIZATION OF CRITICAL AREAS WITHIN FIFTY (50) FEET OF ANY STREAM OR WETLAND SHALL BE COMPLETE WITHIN TWO (2) DAYS OF THE DISTURBANCE IF THE SITE IS TO REMAIN
INACTIVE FOR LONGER THAN FOURTEEN (14) DAYS.

MULCHING
STRAW-MULCH SHALL BE APPLIED AT A RATE OF 1 BALE PER EVERY TEN (10) FEET OF CURB, AT A WIDTH OF THIRTY (30) FEET OF THE ENTIRE LENGTH OF THE LOT. WOOD CHIPS MAY ALSO
BE USED BUT MUST BE SPREAD AT A MINIMUM DEPTH OF FOUR INCHES QVER THE THIRTY-FOOT WIDTH AND MUST BE ACCOMPANIED BY A PROPERLY INSTALLED SILT FENCE.

CON:
43 HERMITAGE BLUFFS SUB

Erosion
8l 7341 HIGHBLUFF CT.

MAINTERANCE
EROSION AND SEDIMENT CONTROLS SHALL BE INSPECTED EVERY SEVEN {7) DAYS OR WITHIN 24 HOURS OF A 0.5 OR GREATER RAINFALL EVENT.
NECESSARY REPAIRS SHALL BE MADE AT THIS TIME.

NOTE:
ALL EROSION AND SEDMENT CONTROL SPECIFICATIONS, APPLICATIONS, AND TIMETABLES ARE BASED OF THE DESCRIPTIONS AND ST ANDARDS OF THE OHIO DEPARTMENT OF NATURAL
RESOURCES "RAINWATER AND LAND DEVELOPMENT MANUAL" AND CAN BE FOUND IN THE LAKE COUNTY EROSION AND SEDIMENT CONTROL RULES AS ADOPTED DECEMBER 21, 1999.

THE SPECIFIED EROSION AND SEDIMENT CONTROL STANDARDS ARE GENERAL GUIDELINES AND SHALL NOT LIMIT THE RIGHT OF THE COUNTY TO INPOSE, AT ANY TIME, ADDITIONAL, MORE

m%m REQUIREMENTS. NOR SHALL THE STANDARDS LIMIT THE RIGHT OF THE COUNTY TO WAIVE, IN WRITING, NDIVIDUAL REQUIREMENTS.
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